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SAFETY AND OPERATION RULES 
 

General Safety Statements 
 

Safety precautions are essential when the use of any mechanical equipment is involved.  These 

precautions are necessary when using, storing, and servicing mechanical equipment.  Using this 

equipment with the respect and caution demanded will considerably lessen the possibilities of personal 

injury.  If safety precautions are overlooked or ignored, personal injury or property damage may occur. 

 

The machine was designed for a specific application.  It should not be modified and/or used for any 

application other than which it was designed.  If there are any questions regarding its application, please 

write or call.  Do not use this unit until you have been advised.  For more information, call 1-800-264-

6587. 

 

Read this entire manual carefully. Know your equipment.  Consider the application, limitations, and the 

potential hazards specific to your unit. Occupational safety is of prime concern to us.  This manual was 

written with the safety of the operator and others who come in contact with the equipment. This manual 

was written to help you understand the safe operating procedures of the Crop Sweeper.  We want you as 

our partner in safety.  A copy of this manual should be available to all persons who may operate this 

machine.   

 

It is your responsibility as an owner, operator, or supervisor to know what specific requirements, 

precautions, and work hazards exist and to make these known to all other personnel working with the 

equipment or in the area, so that they too may take any necessary safety precautions that may be 

required.  Avoid any alterations of the equipment.  Such alterations may create a dangerous situation 

where serious injury or death may occur and will void warranty. 

 

Why is SAFETY important?  Three reasons: 

1. Accidents disable and kill 

2. Accidents cost money 

3. Accidents can be avoided 

 

Note the use of the signal words DANGER, WARNING, and CAUTION with safety messages.  The 

appropriate signal word for each message has been selected using the following guidelines: 

 

DANGER – An immediate and specific hazard which will result in severe personal injury or death if 

proper precautions are not taken. 

 

WARNING – A specific hazard or unsafe practice which could result in severe personal injury or death 

if proper precautions are not taken. 

 

CAUTION – Unsafe practices which could result in personal injury if proper precautions are not taken 

or a reminder of good safety practices. 
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Safety Alert Symbol 

  BE ALERT!  YOUR SAFETY IS INVOLVED! 

 

The Symbol Shown Above Is Used To Call Your Attention To Instructions Concerning Your Personal 

Safety.  Watch for This Symbol - It Points Out Important Safety Precautions.  It Means ATTENTION!  

Become Alert!  Your Personal Safety Is Involved!  Read The Message That Follows And Be Alert To 

The Possibility Of Personal Injury Or Death. 

 

Read this manual before operating or working around a Crop Sweeper!  This manual must be delivered 

with the equipment to its owner and operator.  Failure to read this manual and its safety instructions is a 

misuse of equipment. 

 

Safety Equipment 

 
Please, remember safety equipment provides important protection for persons around a Crop Sweeper 

that is in operation.  Be sure ALL safety shields and protective devices are installed and properly 

maintained.  If you find any shields or guards damaged or missing, contact Patriot Equipment for the 

correct items. 

 

Safety Procedures   
 

   
 

1. Use only lifting equipment with the proper capacity when installing or removing the Crop 

Sweeper.  Forklifts with too little capacity may tip towards the front where the lifted weight is. 

2. Do not operate unit without safety shields or guards in place. 

3. IMPORTANT: Use caution when transporting.  Be alert of the transport unit’s overall width 

when approaching obstacles, such as post sign and poles, along the road.  Check the transport 

width of the unit to ensure clearance before entering. 

4. Comply with all safety warnings and cautions in this manual and in the combine operator’s 

manuals. 

5. Do not allow any riders on the corn head or near the Crop Sweeper when in use. 

6. In case of any defect or awareness of potential danger, please contact Patriot Equipment at 1-

800-264-6587 immediately. 
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Operator Qualifications 

 
 

Operation of this Crop Sweeper shall be limited to competent and experienced persons.  In addition 

anyone who will operate or work around a Crop Sweeper must use good common sense.  In order to be 

qualified, they must also know and meet all other requirements, such as: 
 

1.  Some regulations specify that no one under the age of 18 may operate power machinery.  This may 

include the Crop Sweeper.  It is your responsibility to know what these regulations are in your own area 

or situation. 

2.  Current Occupational Safety Health Administration regulations state in part:  “At the time of initial 

assignment and at least annually thereafter, the employer shall instruct every employee or user in the 

safe operation and servicing of all equipment with which the employee or user is, or will be involved.” 

3.  Unqualified persons are to stay out of the work area. 

4.  A person who has not read and understood all operating and safety instruction is not qualified to 

operate the machine. 

 

Safety Overview 
 

YOU are responsible for SAFE operation and maintenance of your Crop Sweeper.  YOU must ensure 

that you and anyone who is going to operate and maintain or work around the Crop Sweeper must be 

familiar with the operating, maintenance, and safety information contained in the manual.   

 

Remember YOU are the key to safety.  GOOD PRACTICES protect not only you but also the people 

around you.  Make these practices a working part of your safety program.  Be certain EVERYONE 

operating this machine is familiar with the procedures recommended and follows safety precautions.  

Remember, most accidents can be prevented.  Do not risk injury or death by ignoring any information 

addressed. 

 

Crop Sweeper owners must give operating instructions to operators before allowing them to operate the 

Crop Sweeper.  They must be reviewed at least annually thereafter per OSHA regulation 1928.57. 

 

The most important safety device on the equipment is a SAFE OPERATOR.  It is the operator’s 

responsibility to read and understand ALL instructions in the manual and to follow them.  All accidents 

can be avoided! 

 

Any person who has not read and understood all operation and safety instructions is not qualified to 

operate the Crop Sweeper.  An untrained operator exposes himself and bystanders to possible serious 

injury or death. 

 

Do not modify the equipment in any way.  Unauthorized modifications may impair the functions and/or 

safety and could affect the life of the equipment. 

 

Crop Sweeper V 10.0 5



 

 

Safety Affirmation 
 

1. I have read and understand the operator’s manual and all safety signs before operation, 

maintenance, adjusting, or unplugging the Crop Sweeper. 

2. I will allow only trained persons to operate the Crop Sweeper. *An untrained operator is not 

qualified to operate this equipment. 

3. I have access to a fire extinguisher. 

4. I have all guards in place and will not operate the Crop Sweeper without them. 

5. I will not allow riders on the Crop Sweeper. 

6. I understand the danger of moving parts (rotating paddle reel, hydraulics, and pinch points) and 

will stop engine before servicing. 

7. I recognize the danger of the Crop Sweeper coming in contact with power lines. 

8. I have the safety lock up pins and know and understand where and when to use them. 

9. I understand that any accidents that occur with the Crop Sweeper are my responsibilities. 

10. I understand that Patriot Equipment will not be held responsible for any accidents that involve 

the Crop Sweeper. 

 

 

Sign Off Sheet 
(This sheet should be signed annually as part of your safety program) 

 

As a requirement of OSHA, it is necessary for the owner/employer to train the employee in the safe 

operation and safety procedures with this Crop Sweeper.  We include this sign off sheet for your 

convenience and personal record keeping. 

 
 

DATE 

 

EMPLOYER SIGNATURE 

 

EMPLOYEE SIGNATURE 
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Machine Inspection 
 

After delivery of your new Crop Sweeper and/or completion of assembly, and before each use, 

inspection of the machine is mandatory.  This inspection should include, but not be limited to: 

 

1.  Check to see that all guards are in place, secured and functional.   

2.  That all fasteners are tight. 

3.  That all Hydraulic lines are free from leaks and defects. 

4.  That all electronics are working properly and wires are in good condition. 

 

Lighting and Marking 
 

It is the responsibility of the customer to know the lighting and marking requirements of the local 

highway authorities and to install and maintain the equipment to provide compliance with the 

regulations.  Add extra lights when transporting at night or during periods of limited visibility if 

necessary. 

 

Serial Number 
 

To ensure efficient and prompt service, please furnish us with the model and serial number of your Crop 

Sweeper in all correspondence or other contact.  The serial number is located on the hydraulic motor 

plate. 

 

Safety Decals 
 

1. Keep safety decals clear and legible at all times. 

2. Replace decals and signs that are missing or have become unreadable. 

3. Safety signs are available from your Dealer or the Manufacturer. 

 

How to install Safety Decals 

 
1. Be sure that the installation area is clean and dry. 

2. Decide on the exact position before you remove the backing paper. 

3. Align the decal over the specified area and carefully press the small portion with the exposed 

sticky backing in place. 

4. Slowly peal back the remaining paper and carefully smooth the remaining portion of the decal in 

place. 

5. Small air pockets can be pierced with a pin and smoothed out using a piece of decal backing 

paper.  
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Safety Decal Locations and Part Numbers 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Serial Number Decal:  TS2003:  Decal located below 

hydraulic motor.   

 

 

Patriot Decal:  TS2004 

Crop Sweeper Decal:  CSP154 

 

Decals are located on the main arm. 

 

 

 

 

 

 

 

 

 

 

Chain Pinch Point Decal:  CSP152 

Falling Reel Pinch Point Decal:  CSP153 

Hydraulic Oil Warning Decal:  BC2515 

Decals are located on the upper chain cover. 

 

  BE ALERT!  YOUR SAFETY IS 

INVOLVED! 
 

Important:  Install new safety decals immediately if the old 

decals are destroyed, lost, painted over, or cannot be read.  

When parts are replaced that have safety decals, make sure 

you install a new decal with each new part.  New decals are 

available from the manufacturer or your authorized dealer.  
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Safety Decal Locations and Part Numbers 

CSP154 

           
   CSP152         CSP153 

 
TS2004 

 
TS2003  

 

 
BC2515 
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OPERATING THE CROP SWEEPER 
 

Controls 

 

The Crop Sweeper uses two hydraulic circuits from the 

harvesting machine. 

  

1. The fore/aft hydraulic circuit for the reel on a 

platform head or the deck plates on a corn head,  

2. Reel drive circuit 

   

Both circuits are easily controlled from the operator’s seat in 

the combine cab using the combine control joystick and 

operator console.  On newer harvesting machines, the factory hydraulic control for the deck plates is 

located on the corn head itself.  If the control is on the corn head, the hydraulic oil supply for the crop 

sweeper will come from this location and not from the single point connector on the combine.  The reel 

drive will still come from the single point connector on the combine. 

     

The Crop Sweeper comes with a control box (Fig. 1) that turns the fore/aft circuit into three circuits: 

 

1. Stripper Plate Adjustment – deck plate or stripper plate adjustment on the corn head 

2. Fore/Aft Adjustment – adjusts the length of the paddle reel from the rear tube 

3. Lift Adjustment – adjusts the height of the paddle reel 

 

These circuits are used to control certain functions of the Crop Sweeper depending upon which circuit 

switch is selected.  The circuit will only be activated if the associated toggle is placed in the “on” 

position.  Once the operator selects the circuit to be used, the fore/aft button on the combine joystick is 

used to control the hydraulic flow.  For example, if the operator selects the “Stripper” circuit, that will 

activate, and when the operator uses the fore/aft button in the combine, the deck or stripper plates on the 

corn head will get closer together or further apart depending upon the direction of operation of the 

fore/aft button.   

 

Please notice the toggle switch labeled as the “Reel Motor”.  This toggle switch controls an optional 

motor shut off kit for the Crop Sweeper. 

 

Finally, the Crop Sweeper also uses the reel drive hydraulic circuit from the combine to supply oil to the 

reel motor giving control of the reel speed to the operator.  The operator can adjust the reel speed the 

same way they do with the reel on the platform head, right from the cab of the combine. 

 

  

Fig. 1 
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Operation 
 

   DANGER! Make sure everything and everyone is clear of the Crop 

Sweeper and the combine before operating! 

 
1. Have the fore and aft in the back position when starting the CROP SWEEPER.  

 

2. Lift the CROP SWEEPER hydraulics so that the reel is about a foot above the gathering chains.  

 

3. Engage the combine to run and then move the feeder house switch to the on position and the 

CROP SWEEPER will start.  

 

4. Once the combine is running to speed, adjust the rotational speed of the CROP SWEEPER 

paddles with the reel dial-o-matic switch on the combine console.  

 

5. In the field, adjust the CROP SWEEPER up or down according to crop conditions.  

 

6. If the crop is down and will not slide over the snouts, adjust the paddles out using the fore and aft 

feature and then lower the CROP SWEEPER, being careful to avoid contact with the head.  

 

7. If the corn slides up and over the snouts, bring the CROP SWEEPER back so that the paddles 

run right behind the rubber ear saver.  

 

8. In extreme down conditions, removing the rubber ear savers may improve crop flow into the 

combine head.  The CROP SWEEPER may also be lowered.  

 

9. In all situations, run the height of the CROP SWEEPER wherever it best improves crop flow.  

 

10. On standing corn or in fluff run the CROP SWEEPER about ear high with the paddles running 

slowly to keep the trash and fluff moving into the auger and feeder house.  

 

11. When the CROP SWEEPER is not in use, move it to a position that allows for the best visibility 

for the combine operator.  

 

12. Transport the CROP SWEEPER in the down position. 

 

13. When working under the Crop Sweeper or when transporting it in the up position, always install 

the safety lock pins that are provided to prevent the reel from dangerously coming down!  
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Adjusting the height of the Crop Sweeper 
 

1. Use the threaded yokes at the top of the raise and lower cylinders.  

 

2. Use the hydraulic cylinder lower link plates by moving them up or down and flipping left to right 

to get the optimum height when the CROP SWEEPER is in the down position.  

 

3. NOTE:  When making adjustments, care must be used to prevent the reel from making contact 

with the corn head or combine cab.  Making contact with the corn head or combine cab may 

cause damage to the Crop Sweeper, corn head, or cab. 

 

Fore and Aft Setting 
 

1. Run the reel as far back and close to the corn head auger as possible and still maintain sweeping 

performance. 

   

2. The optimum position of the reel is to run in the dead space between the gathering chains and the 

auger, grabbing the crop at the front of the reel and pushing it into the auger at the back of the 

reel. 

 

3. In standing corn, raise the reel to cob height or higher.  Barely touching the stalk as it passes by. 

 

4. In all cases it is necessary for the operator to find the “sweet spot” that matches field conditions. 

 

Extra Electric Plug at Valve Block 
 

The two pin plug, Fig. 2, is for the optional reel shut off valve.  The shut off valve can be purchased 

separately, the part number is CSP12C.  See the shut off valve diagram for complete instructions of 

installation.  The control switch, labeled “Reel Motor”, is factory installed in the switch box that came 

with the Crop Sweeper. 

 

 

 

 

 

 

 

 

 

 

 

 

 Fig. 2 
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Hints to Improve Performance 
 

1. Not all field conditions encountered are the same.  The Crop Sweeper is shipped with the 15” 

standard paddles which are the best to address most all crop conditions.  In the event you are 

experiencing difficulty in getting down stalks to come up onto the head, one of the following 

suggestions should solve this problem.  

 

2. If more reach is needed, check to see that the rear lift tube is slid all of the way out in the 

mounting bracket rocker assemblies.  This gives the Crop Sweeper its maximum reach. 

 

3. For more down reach, there is adjustment at the top of the hydraulic lift cylinders.  If the 

downward reach is still inadequate after this adjustment, it is possible to gain more downward 

reach by moving the hydraulic cylinder lower link plates.  

 

4. Sometimes just a little bit more outward reach is necessary to get the stalk coming up the snout.  

In the event you are experiencing this, a long (19”) paddle option is available for 30" or wider 

row spaced machines.  Place over standard paddle supplied.  

 

5. On rare occasions, in extreme down crop conditions, it sometimes becomes necessary to resort to 

adding the (27”) longest paddles available for 30" or wider row spaced machines.  When these 

paddles become necessary, the corn head snout is longer, taller, or are not as slick as standard 

snouts combined with extremely down corn. Place over standard paddle supplied.  

 

6. ORDER CSP152 BOLTS, 9 PER ROW, WHEN ORDERING EITHER CSP119 OR CSP130 

PADDLES. 

 

7. When either of these longer paddles are used, the Crop Sweeper reel is not able to be drawn in as 

close to the auger as would be possible with the standard paddles.  The reel is drawn in close 

when it is necessary to clear fluff building up in front of the auger and feeder house.  In addition, 

the longer paddles do not have as long of a useful life as the standard paddle because of the extra 

leverage being applied to them.  

 

8. All paddles are normal wear items.   
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TROUBLE SHOOTING  
 

Plugging 
 

Symptom Solution 

What is the combine ground speed? 

Are you running too slowly, below 2 mph? 

Increase the combine ground speed up to 3 mph 

Are you exactly on the row? Align the two center paddles with the rows. 

Debris building on the snout? Raise the crop sweeper. 

The paddles are slipping. Install the three set screws provided per row.  

Stalks are draping on the inside of the snout. Lower the crop sweeper. 

The crop is not coming far enough up the snout to 

feed in. 

Adjust the reel out and/or down. 

 

Reel Doesn’t Lift or Work Properly 
 

Symptom Solution 

Reel will not lift or is not working correctly?  Check for power to the switch box. 

 Check the switch box to see if it has more 

than one switch that is in the on position.  

The crop sweeper is designed to have a 

single circuit active at a time. 

 Depending on make and model of the 

combine, check to see that the reel is 

activated with the operating system.  

 Depending on the make and model of the 

combine, check to see that the hydraulic oil 

supply is coming from the correct outlet.  

Some combine models have a check valve 

installed so the hydraulic oil supply comes 

from the head and not the feeder house.  

 

 

 

Reel Doesn’t Turn 
 

Symptom Solution 

Reel doesn’t turn  Check oil flow to the hydraulic motor 

 Check the combine control system that the 

reel is activated. 

 Check that the drive sprocket set screws are 

across from each other and tightened. 
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Hydraulic Motor Wobbles/Hanger Bearings Wobble 
 

Symptom Solution 

Hydraulic motor not running straight and/or 

hanger bearings not running straight.  
 Loosen set screws on the center tube and 

run the Crop Sweeper empty.  This should 

center the bearings to run straight. 

 Tighten the set screws 

 

Crop Material Wrapping 
 

Symptom Solution 

Crop material wrapping around center tube Add the 19” paddle (CSP119).  The taller paddle 

moves the center tube further away from the 

wrapping material.  The 19” paddle is placed over 

the existing paddle, so longer fasteners will be 

required (CSP152, 9 per row). 

Extreme wrapping conditions Use a 3” sleeve, schedule 40 PVC that is 

purchased locally, cut to length and placed over 

the center tube, in between the rows.  If extreme 

conditions are known before assembly, add prior 

to assembling the Crop Sweeper.  
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Minden Machine Shop Inc 
LIMITED Warranty 

Minden Machine Shop Inc warrants all products manufactured by it to be free of defect in material and workmanship for a 

period of one (1) year from the date of purchase. 

 

This Minden Machine Shop Inc. warranty does not cover: 

 

1. Parts and accessories supplied by Minden Machine Shop Inc. but manufactured by others.  Minden Machine Shop 

Inc. will facilitate the other manufacturer warranty for the benefit of the purchaser but will not be bound thereby 

(example: augers, motors, trailers, tanks, etc.). 

2. Products that have been altered by anyone other than a Minden Machine Shop Inc. employee or are used by the 

purchaser, for purposes other than what was intended at time of manufacture or used in excess of the “built 

specifications”. 

3. Products that are custom manufactured by Minden Machine Shop Inc. utilizing the purchaser’s design which 

deviates from Minden Machine Shop Inc. normal production line manufactured or customized features of the 

products. 

4. Malfunctions or damages to the product from misuse, negligence, customer alteration, accidents or product abuse 

due to incoming material or poor material flow ability or lack of required performance or required maintenance 

(e.g., poor material flow ability caused by incoming wet fertilizer or hot soybean meal, etc). 

5. Loss of time, inconvenience, loss of material, down time or any other consequential damage. 

6. Product use for a function that is different than designed intent (e.g., storing soybean meal in grain bin, unacceptable 

material in the bin such as hot bean meal when product originally designed for other application, etc). 

7. Minden Machine Shop Inc is not responsible for any equipment that this product is attached to or mounted on. 

 

To activate this warranty, the purchaser must make contact in writing with Minden Machine Shop Inc. within one (1) year of 

date of purchase.  After contact, Minden Machine Shop Inc. has the right to determine the cause and qualify the legitimacy of 

the claim.  Minden Machine Shop Inc., upon acceptance of a warranty claim, shall have a reasonable time to plan any repair 

or replacement and may affect repair or replacement out of its factory or through contract with a local repair service.  If a 

purchaser after warranty notice is made, chooses to make the repair itself, Minden Machine Shop Inc. must approve any 

expenses before they are incurred to be responsible for customer reimbursement. Minden Machine Shop Inc. shall be liable 

on a warranty claim for repair or replacement of any defective products and this is the purchaser’s sole and exclusive remedy.  

Minden Machine Shop Inc. will not be liable for any other or further remedy including claims for personal injury, property 

damage or consequential damage. The law of the Sate of Nebraska shall govern and any such claim and any issues with 

regard to the same shall be resolved in the Nebraska District Court for the county of Kearney. 

 RETURN OF MERCHANDISE  
Merchandise may not be returned without written approval from the factory.  All returns must have a return authorization 

number.  Obtain this number before the return and show it on all return items.  A 15% restocking charge is made on 

merchandise returned.  Returned merchandise must be shipped pre-paid. 

RECEIVING MERCHANDISE AND FILING CLAIMS 
When receiving merchandise it is important to check both the number of parts and their description with packing slip.  The 

consignee must make all claims for freight damage or shortage within 10 days from the date of delivery. 

 

When the material leaves the factory it becomes the property of the consignee. It is the responsibility of the consignee to file 

a claim on any possible damage or loss.  Please list your preferred routing on purchase orders. 

MODIFICATIONS 
It is the policy of Minden Machine Shop Inc. to improve its products whenever possible and practical to do so.   We reserve 

the right to make changes, improvements and modifications at any time without incurring the obligation to make such 

changes, improvements and modifications on any equipment sold previously. 
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WARRANTY REGISTRATION 

 
To register equipment, or file a claim, copy and paste the words on this page into an email or word 

document, fill out the appropriate information completely, and email it to 

larry@mindenmachine.com with the subject as EQUIPMENT WARRANTY, or fill it out and fax 

it to 308-832-1340.  

 

Dealer Information:                   Not Applicable, check here: [   ] 

Dealer Name:  

Address: 

City: 

State: 

Zip Code: 

Phone #: 

Email:  

 

End User Information: 

Purchaser: 

Address: 

City: 

State:   

Zip Code: 

Phone #: 

Email: 

 

Equipment: 

Serial #:  

Date of Purchase: 
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CROP SWEEPER 

ASSEMBLY 

INSTRUCTIONS 
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Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Rotati

on

Notice how the paddles are timed

60 Degrees, or 1/2 way between

Center Paddle

30 Degree Offset

From Other Paddles

Machine Layout Guide

Mount Plates Face 

Rear of Corn Head

Front Tube

Rear Tube

Thank you for choosing the Patriot Crop Sweeper for your needs!  
The following is the assembly guide for the machine.  Please refer to 
the machine layout on this page as you assemble the crop sweeper.  
Just a few references before the assembly process begins.  The left 
and right side of the machine is determined by sitting in the operator 
seat of the combine.  An 8 row machine is shown, but it is a reference
that can be used for smaller or larger machines.  If you have any 
questions, please feel free to contact Patriot Equipment at 
1-800-264-6587.
Thank you!
Patriot Equipment

Right Side

Left Side
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Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Specific Machine 
Dimensions

C DE F

A A

B
B

I

H

G

Specific Machine Dimensions
Machine A B C D E F E2 F2 G H I Ext Tube

4Row30 Adjustable - 30 29 - - - - 102 30 102 -
4Row36 Adjustable - 36 35 - - - - 102 36 120 -
4Row38 Adjustable - 38 37 - - - - 102 38 127 -
4Row40 Adjustable - 40 39 - - - - 102 40 132 -
6Row30 Adjustable - 30 29 - - - - 160 30 162 -
6Row36 Adjustable - 36 35 - - - - 192 36 196 32"
6Row38 Adjustable - 38 37 - - - - 192 38 206 32"
6Row40 Adjustable Adjustable 40 39 40 41 - - 192 40 214 32"
8Row20 Adjustable - 40 39 - - - - 160 20 153 -
8Row22 Adjustable - 44 43 - - - - 160 22 162 -
8Row30 Adjustable Adjustable 30 29 60 61 - - 214 30 222 -
8Row36 Adjustable Adjustable 36 35 72 73 - - 256 36 266 42"
8Row38 Adjustable Adjustable 38 37 76 77 - - 256 38 278 42"
8Row40 Adjustable Adjustable 40 39 80 81 - - 256 40 292 42"
12Row20 Adjustable Adjustable 40 39 60 61 - - 256 20 234 42"
12Row22 Adjustable Adjustable 44 43 88 89 - - 256 22 256 42"
12Row30 Adjustable Adjustable 60 59 90 91 - - 324 30 344 -
12Row36 Adjustable Adjustable 72 71 108 109 - - 384 36 410 -
16Row20 Adjustable Adjustable 40 39 60 61 - - 256 20 292 42"
16Row22 Adjustable Adjustable 44 43 66 67 - - 324 22 342 -
16Row30 Adjustable Adjustable 60 59 60 61 60 60 461 30 464 60"
18Row20 Adjustable Adjustable 60 59 60 61 - - 324 20 354 -
18Row22 Adjustable Adjustable 66 65 66 67 - - 324 22 388 -
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Lifting AssemblyMain Lift Cylinder Mounting Assembly21
Outer SupportBearing Mount Left Side Assembly12
Outer SupportBearing Mount Right Side Assembly13
Gator Clamp Idler WeldmentCS-A00324
Hex BoltB1/2x4.5165
Nylock NutN1/2NYL166

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Standard Mount Assembly
      Contains
             Main Lift Cylinder Assembly
             Left and Right Bearing Mount

4

4

1

1
5

6

3

2

The standard mount assembly is the base mount for all of the crop sweepers 
except for Geringhoff corn heads.  Geringhoff cornhead installation 
instructions are later in this manual.  To begin with installation of the crop 
sweeper:
1. Find and mark the center location of the the corn head.  This will be the

base meaurement for the installation.
2. It will be useful to mark the locations of the crop sweeper pivot arms at

this time.
3. The first to be mounted will be the main lift cylinder mount (Item 1) 

and the outer bearing mounts (Item 2) to the main upper back beam of 
the corn head.  Mounting these items can vary on the back of the head 
so that they will miss obstructions.  The support and bearing brackets 
can be placed where they best fit. The locations can be interchanged.  
Make sure not to interfere with planned arm locations.  
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Parts List

DESCRIPTIONPART
NUMBERQTYITEM

Left Rear Hyd Cylinder Lower Link PlateCS-P00111
Right Rear Hyd Cylinder Lower Link PlateCS-P00212
2 Bolt Flange with 1-1/4" BearingP423
2.5 x 8 Cylinder with #6 SAE O-ring FittingsHCY100414
Chain and Quick Pin 7 1/4" Overall LengthCSP1416
Safety Lock Bearing Ear Mounting PlateCS-P03227
Gator Clamp WeldmentCS-A00418
Hex BoltB5/8x1.5810
Nylock NutN5/8NYL811
Hex BoltB1/2x1.51212
Nylock NutN1/2NYL413
Universal MountCS-P079115

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

15

7

10

1

2

312

4

8 6

13 11

Main Lift Cylinder Assembly

1. After determing the bracket locations, take support bracket (Item 15) and depending upon which mounting you have, 
insert the top two bolts and nuts and install loosely by hanging over the top of the corn head bar in the desired location.

2. Using the clamp plate for your mount, use it as a template to drill two 5/8" holes through the sheet metal on the back of 
the corn head.  After the holes are drilled, install the bolts, washers, and nuts.  Once the bracket is in the correct 
location, tighten the fasteners. 

3. Repeat with the other side.  
4. Install the lift cylinder lower link plates (Item 1 and Item 2) onto the universal mount (Item 15).  Mount the lower link 

plates in the center group of holes as a starting point with the notches up.  The cylinder mount holes (1" diameter) are 
offset by a 1/2" compared to the 5/8" diameter holes so that adjustment is in 1/2" increments.  The position can be 
altered if needed.  Use the 5/8" x 1-1/2" bolts and nuts to mount.

5. Install the 1-1/4" flange bearing (Item 3) to the bearing ear mounting plate (Item 7) using the 1/2 x 1-1/2" bolts and 
nuts.

6. Slide the assembled flange bearings onto each side of the Gator Clamp Weldment (Item 8) with the bearings towards 
the outside.  Attach the bearing ear mounts (Item 7) to the universal mount (Item 15) and bolt in the middle set of holes 
with the 5/8" x 1-1/2 bolts and nuts.  Center the Gator Clamp assembly.  Tighten the fasteners and then tighten the 
bearings onto the shaft of the Gator Clamp Weldment.  

7. Remove the plastic plugs from the cylinder (Item 4) and extend the ram.  Connect the cylinder to the lower link plate 
with the supplied cylinder pin and then connect to the Gator Clamp with the ram end with the other supplied pin.  
Install retaining clips.  Make sure the hydraulic ports are accessible. 

#Be sure that all 
fasteners are 
tightened 
correctly!
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Parts List

DESCRIPTIONPART
NUMBERQTYITEM

Flange Bearing Ear Mounting PlateCS-P00411
2 Bolt Flange with 1-1/4" BearingP412
Hex BoltB1/2x1.523
Hex BoltB5/8x1.524
Nylock NutN5/8NYL25
Nylock NutN1/2NYL26
Right Universal One Eared Bearing BracketCS-P08317
 Left or Right Idler ClampCS-A00318

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Right Side Bearing Mount

7

5
6

1

23

4

1. When the location of the bearing mounts have been determined, they can be mounted to the corn head.
2. Depending upon which mount style you have (depending upon corn head make and model) use the clamp and the 

bearing mount and fasten them together loosely using 5/8" bolts, washers, and nuts through the top holes and mount on
the top bar of the corn head in the determined location.

3. Use the clamp plate as a template and mark the location of the mounting holes and drill the holes in the sheet metal.
4. Once the holes are drilled, mount the bearing mount to the corn head using the 5/8" bolts, washers, and nuts. 
5. Tighten the fasteners.
6. Attach 1-1/4" flange bearing to the bearing ear mount using the 1/2 x 1-/12" bolts and nuts.
7. Attach the bearing ear mount to the one eared bearing bracket using the 5/8 x 1-1/2" bolts and nuts.  Mount the one 

eared bearing bracket in the center pair of holes for a starting point.
8. Attach the idler clamp (Item 8) to the assembly by sliding the shaft through the bearing.  The clamp can be mounted on

either side.  Once in place, tighten the bearing onto the shaft.
9. Repeat for the opposite side.
10. Tighten all fasteners.

8
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Parts List

DESCRIPTIONPART
NUMBERQTYITEM

Flange Bearing Ear Mounting PlateCS-P00411
2 Bolt Flange with 1-1/4" BearingP412
Hex BoltB5/8x1.523
Hex BoltB1/2x1.524
Nylock NutN5/8NYL25
Nylock NutN1/2NYL26
Left Universal One Ear Bearing BracketCS-P08417

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Left Bearing Mount

7

1

2

4

6

5

3

See assembly instructions for the right side bearing mount. 
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard Crop Sweeper MountStandard Mount Assembly11
Hex BoltB5/8x6.5162
Plain WasherW5/8F163
Nylock NutN5/8NYL164
Standard Mount Clamp PlateCS-P08045

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Standard Crop Sweeper
Mount

5

2

3

4

3

1

Front of Cornhead
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DETAIL  A

Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard MountStandard Mount Assembly11
JD Channel BracketCS-P04142
JD Lift Cylinder Mount Offset BracketCS-P04243
JD Offset Bracket WasherCS-P04344
Hex BoltB5/8x1.545
Nylock NutN5/8NYL46

A

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

John Deere C Series Mount

2

1

3

2

5

4

6

1
The John Deere "C" Series mount is only used on the John 
Deere "C" Series heads that have a formed channel as the 
main beam at the top of the corn head.  Item 2 is used to 
provide a rigid surface for the attachment of the mounts.
 
On the right side of the corn head, a hole may be drilled into 
the diagonal tube that aligns with the slot of the mount (See 
Detail A).  A 5/8" x 5" bolt and 5/8" nylock nut is used to 
fasten the mount to the cornhead.  The attachment on the 
right side of the head would eliminate the use of items3, 4, 5, 
and 6 on that side. 

Slot used for mounting

on the right side of 

corn head
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Parts List

ITEM QTY PART NUMBER DESCRIPTION

1 1 Standard Mount Assembly Crop Sweeper Standard Mount Assembly
2 4 CS-A009 Case Adapter Bracket Weldment
3 4 CS-P044 Case Adapter Clamp Plate
4 16 B5/8x6.5 Hex Bolt
5 16 B5/8x1.5 Hex Bolt
6 32 N5/8NY Nylock Nut

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Case 800, 900, 1000 Series
Head Mount

5

4

6

32

1

The adapter mount (Item 2) is used on the Case corn 
heads that use a 3 x 5 angled bar.  It is recommended to 
install the adapter bracket first (Item 2) and then mount 
the crop sweeper brackets.
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard MountStandard Mount Assembly11
Clamp PlateCS-P08042
Hex BoltB5/8x8.5163
Plain WasherW5/8F165
5/8 Std NC Nylock NutN5/8NYL166

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Drago/Case 3000 Mount

35

5
6

2

35

56

2
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard Mount AssemblyStandard Mount Assembly11
Drago GT Adapter WeldmentCS-A01442
Hex BoltB5/8x1.5163
Plain WasherW5/8F84
Nylock NutN5/8NYL165
Metric Lock WasherWM12L246
Metric Hex BoltBM12x1.75x30247

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Drago GT Mount Assembly

3
4

5

7

6

2
1

Attach the adapter bracket 

to the corn head first.  Then

attach the crop sweeper mounting

brackets.
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Geringhoff Mount Pre-2012

22

31

26

25

8

7

6

7

9

5

15

32

7

9

7

17

27

11

28

4

14

24

15

18

30

The assembly of the Geringhoff pre-2012 mount is relatively the same as 
the Geringhoff 2012 and later, except the Geringhoff pre-2012 will use the
CS-P080 clamp plates, Item 31.  

239

239

24

1414

14

239
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Geringhoff Pre-2012 Parts List

DESCRIPTIONPART NUMBERQTYITEM

Geringhoff Bearing Mount Adjustment Angle LHCS-P03914
Geringhoff Bearing Mount Adjustment Angle RHCS-P05515
Geringhoff Clamp PlateCS-P03626
Plain WasherW5/8F247
Hex BoltB5/8x5.088
Nylock NutN5/8NYL369
Nylock NutN1/2NYL2811
Safety Lock Bearing Ear Mounting PlateCS-P032414
2 Bolt Flange with 1-1/4" BearingP4615
2.5 x 8 Cylinder with #6 SAE FittingsHCY1004216
Chain and Quick Pin 7 1/4" Overall LengthCSP14218
Rear Hyd Cylinder Lower Link PlateCS-P001220
Rear Hyd Cylinder Lower Link Plate MIRCS-P002221
Geringhoff Lift Arm WeldmentCS-A010222
Hex BoltB5/8X1.52023
Flange Bearing Ear Mounting PlateCS-P004224
Geringhoff idler arm RHCS-A008125
Geringhoff Idler Arm LHCS-A007126
Hex BoltB1/2X4.51627
Hyd Cylinder Mounting PlateCS-P079228
Hex BoltB1/2X1.51230
Mounting PlateCS-P080231
Hex BoltB5/8X6.5832

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220
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2

3

46

26

22

2

3

18

5

25

14

10

11

12

15Geringhoff Mount Assembly

27

27

11

23

16

24

9

21

20

8

7
27

11

11

30

15

Items 2 and 3 will be connected the rear of the corn head on the vertical 
support.  Attach loosely and begin building from that point.  Once all parts 
are assembled, be sure to tighten all fasteners.
Items 4, 5 and 6 will be mounted on the angled horizontal support at the top 
of the corn head.  Be sure to align all bearings (Item 15) for correct 
assembly and operation. 
See main lift cylinder assembly and right and left side bearing mount for 
further assembly. 
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Geringhoff Bolted Link RHCS-P03722
Geringhoff Bolted Link LHCS-P03823
Geringhoff Bearing Mount Adjustment Angle LHCS-P03914
Geringhoff Bearing Mount Adjustment Angle RHCS-P05515
Geringhoff Clamp PlateCS-P03626
Plain WasherW5/8F167
Hex BoltB5/8x5.088
5/8 Std NC Nylock NutN5/8NYL329
Hex BoltB1/2x6.5410
1/2 Std NC Nylock NutN1/2NYL3211
Hex BoltB5/8x2.01212
Safety Lock Bearing Ear Mounting PlateCS-P032414
2 Bolt Flange with 1-1/4" BearingP4615
2.5 x 8 Cylinder with #6 SAE FittingsHCY1004216
Chain and Quick Pin 7 1/4" Overall LengthCSP14218
Rear Hyd Cylinder Lower Link Plate Left HandCS-P001220
Rear Hyd Cylinder Lower Link Plate Right Hand CS-P002221
Geringhoff Lift Arm WeldmentCS-A010222
Hex BoltB5/8x1.51223
Flange Bearing Ear Mounting PlateCS-P004224
Geringhoff idler arm RHCS-A008125
Geringhoff Idler Arm LHCS-A007126
Hex BoltB1/2x4.51627
Hyd Cylinder Mounting PlateCS-P079228
Hex BoltB1/2x1.51230

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Geringhoff Mount Assembly
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard MountStandard Mount Assembly11
Lexion Mount PlateCS-P07842
Plain WasherW5/8F363
Nylock NutN5/8NYL164
Hex BoltB5/8x6.5165

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Lexion Mount

2

5

3

4

3

1

The crop sweeper for the Lexion corn head uses the formed clamp 
plate (Item 2). 
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard MountStandard Mount Assembly11
Sloped Idler Bearing Mount RHCS-A01312
Sloped Idler Bearing Mount LHCS-A01213
Lify Cylinder Mount Offset BracketCS-P06544
Offset Bracket WasherCS-P06445
Hex BoltB5/8x1.5366
Nylock NutN5/8NYL367
Sloped Side Mount RHCS-P06218
Sloped Side Mount LHCS-P06119

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Gleaner 3000 Series Mount

The Gleaner crop sweeper mount uses angled brackets to 
match the angle of the top support beam on the corn head.  
Use the mounts as templates to drill the mounting holes.  

7

54

2

8

9

3

1

6
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Standard MountStandard Mount Assembly11
Fantini Mount WeldmentCS-A01142
Lower Standoff BracketCS-P06043
Front ClipCS-P05984
Hex BoltB5/8x1.5165
Hex BoltB5/8x2.0206
5/8 Std NC Nylock NutN5/8NYL407
Plain WasherW5/8F88
Hex BoltB5/8x4.589

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Fantini Mount Assembly
2

1

4

4

9

6

7

3 6

6

9

4

4

The Fantini mount will fit over the round upper support tube of the 
corn head.  Mount weldments (Item 2) as a guide to mark the hole 
locations that will need to be drilled.
The lower support brackets (Item 3) will need installed as well to fully 
support the crop sweeper. 

Crop Sweeper V 10.0 37



DETAIL  A

DETAIL  B

A

B

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Rear Tube Assembly
Detail C

8 Row 30" Crop Sweeper 
Shown

1. Assemble the rear tube which is the square main tube.  Use the 1/2" x
1-1/2" bolts and nuts to fasten the tubes together.  If the crop 
sweeper kit came with a tube extension, install it now. The tube 
extension is mounted in the center of the rear main tube.  See Detail 
A which shows the rear tube assembled and Detail C shows the tube 
extension.  Tube extensions come in 32" long and 42" long.

2. Once the rear tube is assembled, install it into the clamps (Detail B).
Use the 1/2" x 4-1/2" bolts and nuts to fasten into place.  Be sure rear
tube is centered with the corn head. The clamps are designed to be 
able to move the tube forward and backward depending upon where 
it best fits the corn head in relation to the paddle assemblies and the 
feed of the corn head.  

3. Tighten all fasteners.
 
** Note:  Assembling and mounting the hydraulic blocks at this time that 
attach to the rear tube (Detail A) may be easier now than when the rear 
tube is mounted on the corn head.  See the hydraulic section for assembly 
and mounting instructions.

The mounting plates should face the rear

of the corn head when mounted correctly

Multiple holes allow for the tube to be moved

forward or backward for best operation.
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Raising Arm WeldmentCS-A00511
Bearing Arm WeldmentCS-A00212
1.034 X 0.76 Nylon 
Bushing

P10813

Hex BoltB3/8x4.554
Nylock NutN3/8NYL55
Hex BoltB3/4x4.016
Nylock NutN3/4NYL37
Carriage BoltB3/4x4.0C28
Plain WasherW3/4F29
1-1/2 x 10 Cylinder P1110
Bearing InsertP11112
Snap RingP36113

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Main Arm Assembly
4

5

10
79

13

12

8

3

6

2

1

1. Install the main arms (Item 1) onto the rear main tube and align in the middle of the corn snout as was measured before. 
Use the 3/8 x 4-1/2" bolts and nuts.  Install the fasteners loosely so the arm can be moved to the correct location.

2. Install the bearing arm (Item 2) on all the arms except for the arm closest to the feeder house on the left side.  This is the 
location for the hydraulic drive motor.  Refer to main and pivot arm assembly hydraulic motor.  Be sure to install the 
nylon busing (Item 3) and use the 3/4" carriage bolt, washer and nut.  Tighten the fastener so that the joint will pivot.

3. Install the fore-aft cylinder (Item 10).  It is recommended installing the hydraulic fittings and then install the cylinder.  
The hydraulic elbows should be facing towards the combine to aid in hydraulic hose attachment.  Use the 3/4 bolt, 3/4" 
carriage bolt, washers, and nuts to install.  These areas will need to pivot, so when tightening the fasteners, be sure the 
area can pivot. 

4. Align all the main arm assemblies in the middle of the associated corn snout and tighten in place. 
5. Item 12 and 13 are pre-installed at the factory.
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Mount Arm with Motor MountCS-A00511
1.034 x 0.76 Nylon BushingP10812
Hex BoltB3/8x4.553
Nylock NutN3/8NYL54
Hex BoltB3/4x415
Nylock NutN3/4NYL36
Carriage BoltB3/4x4C27
Plain WasherW3/4F28
1-1/2 x 10 CylinderP119
Bearing InsertP11111
Snap RingP36112
Motor Mount and Bearing Arm WeldmentCS-A001113

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

13
1

5

2
7

6
8

9
3

4

12 11

Mount Arm with Motor Mount

1. Install the main arm (Item 1) onto the rear main tube and align in the middle of 
the corn snout as was measured before. Use the 3/8 x 4-1/2" bolts and nuts.  
Tighten the fasteners loosely so the arm can be adjusted to the correct location. 

2. Install the motor mount and bearing arm (Item 13) on the arm closest to the 
feeder house on the left side.  This is the location for the hydraulic drive motor.  
Be sure to install the nylon busing (Item 2) and use the 3/4" carriage bolt, 
washer and nut.  Tighten the fastener so that the joint will pivot.

3. Install the fore-aft cylinder (Item 9).  It is recommended to install the hydraulic 
fittings and then install the cylinder.  The hydraulic elbows should be facing 
towards the combine to aid in hydraulic hose attachment.  Use the 3/4 bolt, 3/4" 
carriage bolt, washers, and nuts to install.  These areas will need to pivot, so 
when tightening the fasteners, be sure the area can pivot. 

4. Item 11 and 12 are pre-installed at the factory.
5. Align the mount arm in the correct location and tighten the fasteners.

Crop Sweeper V 10.0 40



DETAIL  A DETAIL  B

A

B

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Front Tube Installation and Hydraulic Motor Installation

Front Bar
1. Lay out the two round 2-7/8" front tubes with threaded ends towards the center.
2. Slide the left round tube into the bearing on the hydraulic motor mount from the inside out.  See Detail A.
3. Locate the 26 tooth taper sprocket and taper lock hub and slide that over the left tube as well.  See Detail A. The key with this

sprocket will not be used.  Install so that the sprocket teeth are toward the motor mount plate. 
4. Continue sliding the left tube through the remaining bearings on the mount arms and stop when the threaded portion of the 

front tube is in the center of the corn head.
5. Locate the right front tube. Slide the right tube into the mount arm bearings on the right side of the corn head.  Begin in the 

center and slide to the outside with the threaded portion towards the center.
6. Screw the front tubes together (left hand thread) and position the threaded connection in the center of the corn head. 
7. Slide the 26 tooth sprocket and taper lock hub up to the motor mount.  See instruction sheet for taper lock hub to complete 

installation. 
 
Hydraulic Motor Installation
1. Mount the hydraulic motor using the 1/2" x 2" Carriage bolts and nuts.  Do not tighten completely at this time.
2. Install the 1/4" x 1" square key into the slot on the hydraulic motor.  Retain in place.  Slide the 15 tooth sprocket over the 

motor shaft and align the key way on the sprocket with that one on the hydraulic motor and install the sprocket.  Tighten the 
sprocket set screw.

3. Align the bottom 26 tooth taper lock sprocket assembly to the top sprocket on the motor. Install across from each other and 
tighten the taper lock sprocket with the two provided set screws.  See taper sprocket installation sheet.

4. Install the 60 series chain with connection link to the hydraulic motor sprocket and the 26 tooth lower sprocket.
5. Tighten the chain by pushing up on the hydraulic motor and then tighten the mounting bolts.
6. Once the chain is to the correct tension, install the over center motor cam lock under the hydraulic motor with 1/2" x 1-1/2" 

carriage bolt and nut, and adjust to keep the hydraulic motor in place. 
7. Install the upper and lower chain covers with the 5/16" x 1" bolts and nylock nuts.

26 tooth sprocket and 

taper lock hub

Hydraulic Motor

Hydraulic Motor Spacer

Over center

cam lock

16 17

23

24

15

20 20

19

28

22

18

15
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Nylock NutN1/2NYL715
Char Lynn 2000 Series Motor 
101-1037

P8116

Hyd Motor Mount SpacerCS-P010117
Carriage BoltB1/2x2.0CB218
1" ID 6015 SprocketP9119
26 tooth Sprocket BodyP17120
3020 2-7/8" Taper Lock BushinigP10120.1
Metal Shield LowerCS-P009121
Metal Shield UpperCS-P008122
Overcenter Cam LockCS-P011123
Carriage BoltB1/2x1.5CB124
Hex BoltB5/16x1.0825
Nylock NutN5/16NYL626
60 Series Roller ChainP15128
60 Series Connector LinkP16128.1

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Front Tube and Hydraulic Motor Installation
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TAPER BUSHING INSTALLATION GUIDE 
IMPORTANT NOTE: Please follow the instructions below in order for the Martin bushing to 

perform satisfactorily. 

 
INSTALLATION 

1 Clean all oil, dirt, and paint from shaft, bushing bore, outside of bushing and component (sprocket, sheave...etc.) 

bore. 

2 Insert bushing into component. Match the hole pattern, not the threaded holes (each hole will be threaded on one 

side only.) 

3. Thread set or cap screws into those half threaded holes indicated by ❍on above diagram. Mount assembly on 

shaft. 

4. Alternately torque set or cap screws* to recommended torque setting in chart below. 

5. Repeat steps 4 and 5 until torque wrench reading, after hammering, is the same as before hammering. 

6. Fill all unoccupied holes with grease. 

REMOVAL 
1. Remove all set or cap screws. 

2. Insert set or cap screws in holes indicated by ● on drawing. Loosen bushing by alternately tightening set or cap 

screws. 

3. To reinstall, complete all seven (7) installation instructions. 

 

Recommended Torque: 

Bushing #                    Set Or Cap Screw   Wrench Torque In./Lbs. 

            3020                       5/8 – 11 Socket Set Screw                             800 

Note: If two bushings are used on same component and shaft, fully tighten one bushing before working on the other. 

WARNING: Because of the possible danger to person(s) or property from accidents which may result from the 

improper use of products, it is important that correct procedures be followed: Products must be used in accordance 

with the engineering information specified in the catalog. Proper installation, maintenance and operation procedures 

must be observed. The instructions given above must be followed. Inspections should be made as necessary to 

assure safe operation under prevailing conditions. All rotating power transmission products when used in a drive are 

potentially dangerous and must be guarded by the user as required by applicable laws, regulations, standards, and 

good safety practice. (Refer to ANSI Standard B15.1.) 

 
WARNING:  
USE OF ANTISEIZE LUBRICANT ON TAPERED CONE SURFACES OR ON 
BOLTTHREADS WHEN MOUNTING MAY RESULT IN DAMAGE TO SHEAVES 
AND SPROCKETS. THIS VOIDS ALL MANUFACTURER'S WARRANTIES. 
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DETAIL  A

Parts List

DESCRIPTIONPART NUMBERQTYITEM

Formed PaddleCS-P02031
Hex BoltB3/8x3/4122
Nylock NutN3/8NYL123
15" PaddleP13434
19" PaddleP11934.1
Narrow paddle for 20" and 22" RowsP12534.2
27" PaddleP13034.3
Narrow 15" PaddleP13534.4
Hex Button Head Screw 15" PaddlesB1/4x.7595
Hex Button Head Screw Aggressive PaddlesB1/4x1.2595.5
Nylock NutN1/4NYL96
1/4 x 3/4 Zip ScrewSC1/4x.75SelfDrill37

A

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

41

5

6

3

2

Mounting Paddles to the Front Tube

1. Attach the plastic paddles (Item 4 - 4.4 depending upon style) to the steel 
frame (Item 1) using hex button cap screw (Item 5 or 5.5) and the nuts (Item 
6).

2. Assemble two paddles (Item 1 and 4 assembled) using the 3/8" bolts and nuts 
(Item 2 and 3).  Do not tighten completely.

3. Fit the paddle assembly over the front tube near its intended location on the 
tube. Add the third paddle with the 3/8" bolts and nuts.  Tighten the bolts 
lightly.  This is called a paddle set.  Repeat for each row of the crop sweeper. 

4. Slide the paddle sets to the center of each of their associated rows directly 
above the center of the gathering chains.

5. The paddle sets will need to be timed.  Begin on the right side and tighten the 
paddle set in place with the 3/8" bolts and nuts.

6. The next paddle set will be set 60 degrees from the first (basically the paddles 
will be half way between the first paddle set.

7. The third paddle set will align with the first paddle set. 
8. The fourth paddle set will align with the second paddle set.
9. Repeat this pattern until all paddle sets are timed and tightened in place.  Refer

to the Machine Layout Guide for illustration. 
10. Drill through the paddle ear hole into the main tube  with a 3/32" drill bit and 

install the zip screw (Item 7).  Repeat, 3 screws per paddle set.  Be careful not 
to over tighten.  Repeat for all paddle sets. 

Paddle Ear Hole

Facing front of 

corn head when

mounted
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Center Formed PaddleCS-P02131
5-3/4" for 15" Paddle CSP15032
10" for 19" PaddleCSP15132.1
Hex Button Head ScrewB1/4x.75BHStainless93
Nylock NutN1/4NYL94
Nylock NutN3/8NYL125
Hex BoltB3/8x3/4126

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

2

3

4

6

5

1

Mounting Center Paddle to the Front Tube

1. Attach the plastic paddles (Item 2 - 2.1 depending upon style) to the steel 
frame (Item 1) using hex button cap screw (Item 3) and the nuts (Item 4).

2. Assemble two paddles (Item 1 and 2 assembled) using the 3/8" bolts and nuts 
(Item 5 and 6).  Do not tighten completely.

3. Fit the paddle assembly over the front tube in the center of the tube. Add the 
third paddle with the 3/8" bolts and nuts.  Tighten the bolts lightly.  This 
completes the paddle set.  The center paddle set will be aligned in the center 
of the feeder house or the center of the middle corn snout on the corn head.  

4. The center paddle will need to be timed to the other paddle sets.  
5. The center paddle set will be set 30 degrees from the other paddle sets 

(basically the paddles will be half way between the other paddle sets).  Refer 
to the Machine Layout Guide for an illustration. 

6. Once the center paddle is correctly timed, tighten the 3/8" bolts and nuts to 
keep the center paddle in place.  
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DETAIL  A
 

DETAIL  C
 

DETAIL  B
 

DETAIL  D
 

DETAIL  E
 

A

C

B

D

E

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

Item #    Part #                Description

 1         6400-6-8        JIC 6M X SAE 8M Connector

 2         6408-6           SAE 6 Plug

 3         6801-6-8        JIC 6M x SAE 8M 90 Elbow 

 4         6803-6-6-6     JIC 6M x JIC 6M x SAE 6M Tee

 5         6801-6-6        JIC 6M x SAE 6M Swivel 90

 6         6400-8-10      JIC 8M X SAE 10M Connector

 7         6801-LL-6-6   JIC 6M x SAE 6M 90 Elbow X-Long

 8         FF6801-6-6   ORFS 6M x SAE 6M 90 Elbow

 9         6600-6-6-6     Male JIC 6 x Male JIC 6 x Female JIC 6 Swivel

 10       6602-6-6-6     JIC 6M x JIC 6F x JIC 6M Run Tee

 11       6510-6-6        Double JIC Female Adapter

 12       2650-6-6-6-6  Male JIC Cross

 

 

3 or 5

Both Lift 

Cylinders

5

5

5

HYDRAULIC FITTINGS PLACEMENT

12

9

Item 1 is used at the Single Point 

Connection.

 

Item 8 is used for the hydraulic stripper 

plates in some applications.

7

5

5 with stripper plates

or 

2 without stripper plates

5

4

5

5

All Fore/Aft

Cylinders

6

5

5

5

10

11
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Crop Sweeper Hydraulic System Installation
 
Hydraulic Fittings
1. Attach two 90 degree elbows into each lift cylinder.  Refer to Detail C of previous page.  The elbows to use should be item 

5, but could be item 3 depending upon which cylinder came with the crop sweeper.
2. Fasten the hydraulic manifold plate to the right side of the left support bracket by using one of the 5/8" x 1-1/2" bolt and 

nylock nuts.  See Detail A on previous page.
3. Attach the hydraulic valve to the support bracket using the 3/8" x 3" bolts and reverse lock nuts.  See Detail A on previous 

page.
4. Install the hydraulic fittings as shown in Detail A on previous page.
5. If not already done, install the hydraulic fittings for the fore/aft cylinders as shown in Detail D on the previous page.
6. Next, install the adapter fittings into the hydraulic motor as seen in Detail E on the previous page.
7. Refer to Detail B on the previous page and assemble the hydraulic flow dividers as shown.  When asssembled, mount the 

hydraulic flow dividers onto the mounts on the rear tube of the crop sweeper using the 1/4" x 2-1/2" bolts and nylock nuts.  
Tighten all the fasteners and hydraulic fittings.

 
Once all of the hydraulic fittings are installed and tightened, the hydraulic hoses can be connected.  To help keep hoses organized,
do not untie the hoses until they are needed.  The hydraulic hoses are marked with different color ties to help identify through the 
assembly process.  Hydraulic hose connections are detailed in the following pages.  
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DETAIL  A
 

A
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HOSES WILL BE ATTACHED TO 

THE REEL DRIVE FROM THE

COMBINE

(Single Point Connector)

8R30 HYDRAULIC MOTOR HOSE ATTACHMENT

R1706A-608648-14400

(BLACK AND WHITE TIE, 144" LONG

(LONG DROP HYD. HOSE END)

R1706A-608668-14400

(BLACK TIE, 144" LONG)

1. Locate the two 3/8" x 144" long hoses.  The hoses should 
have elbows on one end and are identified with black and 
black and white ties.  Refer to Detail A for attachment to 
the hydraulic motor.

2. The hoses will go to the reel drive hydraulic circuit of the 
combine.  This circuit is located by the feeder house or in 
the single point connection if the combine is equipped 
with one.
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 DETAIL  B

 

A

B
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8 ROW LIFT CYLINDER HOSE PLACEMENT

11 - (BLUE TIE, 210" LONG) R1704A-606606-21000

12 - (GREEN TIE, 198" LONG) R1704A-606606-19800

13 - (NO TIE, 22" LONG) R1704A-606606-02200

14 - (NO TIE, 28" LONG) R1704A-606606-02800

15 - GO TO STRIPPER PLATES IF EQUIPPED

16 - GO TO STRIPPER PLATES IF EQUIPPED

17 - (NO TIE, 72" LONG) R1706A-606666-07200

18 - (NO TIE, 72" LONG) R1706A-606666-07200

Hoses 17 and 18 will connect to the 
combine "Stripper Plate" connection 
(Single Point Connection)

17

18

11

12

17

18

12

11

12

11

13

14

15

16

1. Locate the 3/8" x 72" long hoses.  These hoses do not have tie with them.
Once located, connect the hoses to the end of the hydraulic block, see 
Detail A, hoses 17 and 18.  These hoses are the supply hoses for the 
hydraulic block and they are connected to the combine's hydraulic system
that controls the fore/aft hydraulic or the hydraulic deck plate control.  
This circuit is located at the feeder house of the combine or within the 
single point connection on the feeder house if the combine is equipped 
with one.  On newer systems, the fore/aft control is located on the corn 
head as the deck plate control and the hoses will have to be connected 
here for correct operation.

2. The next hoses to be attached will be the lift cylinder hoses.  Locate the 
1/4" x 210" hydraulic hose with a blue tie (hose 11), and the 1/4" x 198" 
hydraulic hose with a green tie (hose 12).  These hoses are attached at 
port three with the tee fittings, See Detail A and Detail B for their 
connection.  Be sure to route the hoses so they will not be pinched and 
are out of the way.

3. Locate the 1/4" x 22" long hydraulic hose with no tie (hose 13) and the 
1/4" x 28" hydraulic hose with no tie (Hose 14).  See Detail A for their 
connection.

4. Port one, see item 15 and 16 in Detail A, will supply hydraulic oil to the 
deck plate or stripper plates if the corn head is equipped with that feature.
If the corn head does not have deck plates/stripper plates or if they are 
electric, port one will need to be plugged with the supplied plugs.  The 
end user will have to get the hoses for this feature. 

5. Corn heads with single acting deck plates will only use the top port and 
the bottom port will have to be capped.

6. Once the hydraulic hoses are installed, be sure to tighten all the 
connections.   
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DETAIL  B
 

A

B
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8 ROW CROP SWEEPER INSIDE FORE/AFT CYLINDER HOSE PLACEMENT

1

2

2

3

3

4

4

1 - (CLEAR TIE, 70.5" LONG) R1704A-606606-07050

2 - (YELLOW TIE, 63.5" LONG) R1704A-606606-06350

3 - (YELLOW TIE, 63.5" LONG) R1704A-606606-06350

4 - (CLEAR TIE, 70.5" LONG) R1704A-606606-07050

5 - (BLUE TIE, 114.5" LONG) R1704A-606666-11450

6 - (BLUE TIE, 114.5" LONG) R1704A-606666-11450

2

3

4

6

6

5

6

5

6

6801-6-6 FITTINGS

FOR ALL FORE/AFT

CYLINDERS

1

1

5

5
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Inside Fore/Aft Cylinder Hose Placement
 
1. Port 2, See Detail B on previous page, is the supply port for all of the fore/aft cylinders.  Locate the 1/4" x 114-1/2" 

hydraulic hoses with a blue tie.  Attach one of the hoses to the fitting at lower port at Port 2 and the other hose to the 
upper port fitting at Port 2.  See Detail B on previous page for attachment.  The ends with the elbows will go towards 
the center of the rear bar where the flow dividers are located.  Please attach the hoses correctly, Hose 6 goes to the flow 
dividers while hose 5 goes to the cross fitting, see Detail A on the previous page. 

2. Locate the 1/4" x 70-1/2" hydraulic hoses that have a clear tie on them.  These hoses are listed as hose 1 and hose 4.  
Attach one end of hose 1 to the ram end fitting on the inner right fore/aft cylinder and then the other end of hose 1 will 
go to outlet 3 on the left side flow divider, See Diagram A and machine diagram on previous page and Detail B on 
Hydraulic Fittings Placement page.  Now, attach one end of hose 4 to the ram end fitting on the inner left fore/aft 
cylinder and the other end of hose 4 will be attached to outlet 1 of the right flow divider, see Detail A and the machine 
diagram on the previous page.

3. Locate the 1/4" x 63-1/2" hydraulic hoses that have a yellow tie on them.  These hoses are listed as hose 2 and hose 3.  
Attach one end of hose 2 to the bottom fitting of the inner right fore/aft cylinder.  Attach the other end of hose 2 to the 
tee fitting as shown in Detail A on the previous page.  Next, attach one end of hose 3 to the bottom fitting of the inner 
left fore/aft cylinder.  Attach the other end of hose 3 to the cross fitting as shown in Detail A on the previous page. 

4. Be sure to route all hoses so they will not get pinched and will be out of the way during operation.
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DETAIL  B
 

A

B

Minden Machine Shop Inc.
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8 ROW CROP SWEEPER OUTSIDE FORE/AFT CYLINDER HOSE PLACEMENT

8

7

8
10

10

6

5

10

8

6

6

5

5 - (BLUE TIE, 114.5" LONG) R1704A-606666-11450

6 - (BLUE TIE, 114.5" LONG) R1704A-606666-11450

7 - (WHITE TIE, 130.5" LONG) R1704A-606606-13050

8 - (RED TIE, 117.5" LONG) R1740A-606606-11750

9 - (WHITE TIE, 130.5" LONG) R1704A-606606-13050

10 - (RED TIE, 117.5" LONG) R1740A-606606-11750

7

9

9

7

9

5
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Outside Fore/Aft Cylinder Hose Placement
 
1. The supply hoses for the fore/aft cylinders has already been connected from the step in the "Inside Fore/Aft Cylinder Hose Placement."
2. Locate the 1/4" x 130-1/2" hoses with the white tie.  These are hose 7 and hose 9.  Connect one end of hose 7 to the ram end fitting of the 

right outside fore/aft cylinder and then connect the other end to outlet 3 in the right flow divider.  Next, connect one end of hose 9 to the 
ram end fitting of the left outside fore/aft cylinder and then connect the other end to outlet 1 of the left flow divider.  Refer to Detail A 
and machine diagram on the previous page to install the hoses correctly.  

3. Locate the 1/4" x 117-1/2" hoses marked with a red tie.  These are hose 8 and hose 10.  Connect one end of hose 8 to the lower fitting of 
the right outside fore/aft cylinder and then connect the other end to the cross fitting at the center of the rear tube.  Next, connect one end 
of hose 10 to the lower fitting of the left outside fore/aft cylinder and connect the other end to the tee fitting at the center of the rear tube.  
See Detail A and the machine diagram on the previous page for assistance with the hose connections.

4. Be sure to tighten all hose connections and to route the hoses so they will not get pinched or be in the way during operation.
5. When the hydraulic hose installation is complete, tie the hoses in place as they have been routed so they will stay in place and out of the 

way during operation.  Large ties have been included for this step.  Be sure the hoses will not get pinched or be in the way during 
operation.  Finally, make sure the hoses have enough room so that they can flex with the machine as it is adjusted during operation. 
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Crop Sweeper 

Hydraulics for Single 

Set Fore/Aft Arms  

6 Row 30  

As Example 
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DETAIL  A
 

DETAIL  B
 DETAIL  C

 

DETAIL  D
 

DETAIL  E
 

A

B

C

D

E

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

HYDRAULIC FITTINGS PLACEMENT 6R30

ITEM#   QTY   PART#           DESCRIPTION
1               2      6400-6-8        #6M JIC X #8M ORB
2               2      6408-6           #6M ORB PLUG
3               4      6801-6-8        90 ELBOW #6M JIC X #8M O-RING
                 4      6801-6-6        90 ELBOW #6M JIC X #6M O-RING
4               2      6803-6-6-6     TEE #6M JIC X #6M JIC X #6M O-RING
5             12      6801-6-6        90 ELBOW #6M JIC X #6M O-RING
6              2       6400-8-10       #8M JIC X #10M O-RING
7              1       6801-LL-6-6    LONG 90 ELBOW #6M JIC X #6M O-RING
8              2       FF6801-6-6     90 ELBOW #6M ORFS X #6M SAE
9              2       6400-6-6         #6M JIC X #6M SAE
10            1       2603-6-6-6     TEE 37 degree JIC TEE UNION #6M

5

5

7

4

5 or 2

5 if stripper plates
2 if no stripper plates

6

10

3 or 5

Cylinder dependent

5

5

9
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Crop Sweeper Hydraulic System Installation
 
Hydraulic Fittings
1. Attach two 90 degree elbows into each lift cylinder.  Refer to Detail E of previous page.  The elbows to use should be item 5,

but could be item 3 depending upon which cylinder came with the crop sweeper.
2. Fasten the hydraulic manifold plate to the left side of the left support bracket by using one of the 5/8" x 1-1/2" bolt and 

nylock nuts.  See Detail A on previous page.
3. Attach the hydraulic valve to the support bracket using the 3/8" x 3" bolts and reverse lock nuts.  See Detail A on previous 

page.
4. Install the hydraulic fittings as shown in Detail A on previous page.
5. If not already done, install the hydraulic fittings for the fore/aft cylinders as shown in Detail D on the previous page.
6. Next, install the adapter fittings into the hydraulic motor as seen in Detail B on the previous page.
7. Refer to Detail C on the previous page and assemble the hydraulic flow divider as shown.  When asssembled, mount the 

hydraulic flow divider onto the mount on the rear tube of the crop sweeper using the 1/4" x 2-1/2" bolts and nylock nuts.  
Tighten all the fasteners and hydraulic fittings.

 
Once all of the hydraulic fittings are installed and tightened, the hydraulic hoses can be connected.  To help keep hoses organized,
do not untie the hoses until they are needed.  The hydraulic hoses are marked with different color ties to help identify through the 
assembly process.  Hydraulic hose connections are detailed in the following pages.  
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R1706A-608648-14400

BL/WH TIE

LONG 90 DEGREE FITTING

R1706A-608668-14400

BLACK TIE

HYDRAULIC MOTOR SUPPLY HOSES 6R30

1. Locate the two 3/8" x 144" long hoses.  The hoses should 
have elbows on one end and are identified with black and 
black and white ties.  Refer to Detail A for attachment to 
the hydraulic motor.

2. The hoses will go to the reel drive hydraulic circuit of the 
combine.  This circuit is located by the feeder house or in 
the single point connection if the combine is equipped 
with one.

3. If the reel operates backwards, reverse the hose 
connections at the combine.
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A

B
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R1704A-606606-19800

GREEN TIE

R1704A-606606-21000

BLUE TIE

R1704A-606606-19800

GREEN TIE

R1704A-606606-21000

BLUE TIE

R1706A-606606-07200

NO TIE

STRIPPER PLATES

R1704A-606606-02800

NO TIE

R1704A-606606-02200

NO TIE

CYLINDER LIFT HOSES, MANIFOLD SUPPLY HOSES, AND STRIPPER PLATES 6R30

Crop Sweeper V 10.0 59



Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220

1. Locate the 3/8" x 72" long hoses.  These hoses do not have tie with them.  Once located, connect the hoses
to the end of the hydraulic block, see Detail A.  These hoses are the supply hoses for the hydraulic block 
and they are connected to the combine's hydraulic system that controls the fore/aft hydraulic or the 
hydraulic deck plate control.  This circuit is located at the feeder house of the combine or within the single
point connection on the feeder house if the combine is equipped with one.  On newer systems, the fore/aft 
control is located on the corn head as the deck plate control and the hoses will have to be connected here 
for correct operation.

2. The next hoses to be attached will be the lift cylinder hoses.  Locate the 1/4" x 210" hydraulic hose with a 
blue tie, and the 1/4" x 198" hydraulic hose with a green tie.  These hoses are attached at port three with 
the tee fittings, See Detail A and Detail B for their connection.  Be sure to route the hoses so they will not 
be pinched and are out of the way.

3. Locate the 1/4" x 22" long hydraulic hose with no tie and the 1/4" x 28" hydraulic hose with no tie.  See 
Detail A for their connection.

4. Port one, in Detail A, will supply hydraulic oil to the deck plate or stripper plates if the corn head is 
equipped with that feature.  If the corn head does not have deck plates/stripper plates or if they are 
electric, port one will need to be plugged with the supplied plugs.  The end user will have to get the hoses 
for this feature. 

5. Corn heads with single acting deck plates will only use the top port and the bottom port will have to be 
capped.

6. Once the hydraulic hoses are installed, be sure to tighten all the connections.   
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A

B
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1704A-606666-11450

BLUE TIE

#1

1704A-606666-11450

BLUE TIE

#2

1704A-606606-09350

RED TIE

1704A-606606-09350

RED TIE

R1704A-606606-10050

CLEAR TIE

R1704A-606606-10050

CLEAR TIE

ONE IN PORT ONE 

SECOND IN PORT THREE

JIC TEE

FORE/AFT CYLINDER HOSES 6R30
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Fore/Aft Cylinder Hose Placement
 
1. Port 2, See Detail A on previous page, is the supply port for all of the fore/aft cylinders.  Locate the 1/4" x 114-1/2" 

hydraulic hoses with a blue tie.  Attach hose 2 to the fitting at lower port at Port 2 and the hose 1 to the upper port 
fitting at Port 2.  See Detail A on previous page for attachment.  The ends with the elbows will go towards the center of 
the rear bar where the flow divider is located.  Please attach the hoses correctly, Hose 2 goes to the flow divider while 
hose 1 goes to the tee fitting, see Detail B on the previous page. 

2. Locate the 1/4" x 100-1/2" hydraulic hoses that have a clear tie on them.  Select a hose and attach one end to the ram 
end fitting on the right fore/aft cylinder and then the other end of this hose will go to outlet 3 on the flow divider, See 
Detail B and machine diagram on previous page.  Now, attach one end of the other hose to the ram end fitting on the 
left fore/aft cylinder and the other end of this hose will be attached to outlet 1 of the flow divider, see Detail B and the 
machine diagram on the previous page.

3. Locate the 1/4" x 93-1/2" hydraulic hoses that have a red tie on them.  Select a one of these hoses and attach one end of 
the hose to the bottom fitting of the right fore/aft cylinder.  Attach the other end of this hose to the tee fitting as shown 
in Detail B on the previous page.  Next, attach an end of the other hose to the bottom fitting of the left fore/aft cylinder.
Attach the other end of this hose to the cross fitting as shown in Detail B on the previous page. 

4. Be sure to route all hoses so they will not get pinched and will be out of the way during operation.
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CONNECT TO HOSE #1

CLEAR TIE, 70.5" LONG

CONNECT TO HOSE #3

YELLOW TIE, 63.5" LONG

CONNECT TO HOSE #2

YELLOW TIE, 63.5" LONG

CONNECT TO HOSE #4

CLEAR TIE, 70.5" LONG

12 ROW 30 CROP SWEEPER
HOSE EXTENSION KIT
FORE/AFT CYLINDERS

CONNECT TO HOSE #10

RED TIE, 117.5" LONG

CONNECT TO HOSE #9

WHITE TIE, 130.5" LONG

CONNECT TO HOSE #7

WHITE TIE, 130.5" LONG

CONNECT TO HOSE #8

RED TIE, 117.5" LONG

R1704A-606506-06250

ON OUTSIDE CYLINDERS

(X 4 PCS)

R1704A-606506-03250

ON INSIDE CYLINDERS

(X 4 PCS)

R1704A-606506-03250 - 32.5" LONG (4 PCS)

R1704A-606506-06250 - 62.5" LONG (4 PCS)

REFER TO 8 ROW CROP SWEEPER INSIDE FORE/AFT CYLINDER HOSE PLACEMENT
REFER TO 8 ROW CROP SWEEPER OUTSIDE FORE/AFT CYLINDER HOSE PLACEMENT

COM
BI

NE 
SI

DE

The 12 row 30 hydraulic extension hose kit 
installation guide.  Install the extension hoses as 
shown.  The kit attaches to the 8 row hydraulic 
kit. 
The shorter hoses are for the inside fore/aft 
cylinders and the longer hoses are for the outside
fore/aft cylinders. 
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

Valve AssemblyCSP130511
#8 M JIC x #8 M JIC x #8 M SAE TEECSP130612
Existing Crop Sweeper MotorP813
#10 M SAE x #8 F SAE AdapterCSP130114
Male Union 90 degree ElbowCSP130015
#8 M JIC x #8 M SAE 3/4-16CSP130817
Existing fitting with Crop SweeperCSP130718
Connecting hoseCSP1304 (R1708A-608608-02400)19

Minden Machine Shop Inc.

1302 K Road  Minden, NE

800-264-6587 / 308-832-0220
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Connection to Combine

Return Hose

Black Tie, 144" Long

Connection to Combine

Pressure

Black and white tie, 144" Long

Shutoff Valve Ports
Port 1 = To motor inlet
Port 2 = Pressure coming from combine
Port 3 = Return to combine and To motor outlet
             (Tee fitting)

CROP SWEEPER HYDRAULIC MOTOR SHUTOFF OPTION

2019

Install the optional hydraulic shut off kit as shown.  Tighten all 
hoses and fittings. The control wire will plug into the electric shut 
off valve.  The control switch is on the electrical control box that 
will be mounted in the machine operator area.  The switch is 
labeled as "Reel Motor".  Activation of the switch will turn off the
crop sweeper reel.

Control

wire will

go here
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Control Box Installation 

 
Electric Power Cord  

 

1. Route Power Cord of Control Box (CSP12B) underneath and into the inside of the cab. 

2. Mount Control Box to console and plug into lighter outlet. 

3. Attach wiring harness to the connectors that control each of the functions; stripper 

plates, and reel Fore/Aft, Up/Down, and On/Off. (The reel On/Off switch is installed in 

the control box and the necessary wiring is in the harness but the reel control valve 

(CSP12C) is optional and must be ordered separately if wanted.)  

4. Plug harness wire together close to combine hydraulic connection block. 

5. Use plastic ties to hold electrical wiring and hoses neatly in place. 
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WHITE AND BLACK WIRES

2-PIN (SOCKET) CONNECTORS

PORT 1

RED AND BLACK WIRES

2-PIN (SOCKET) CONNECTORS

PORT 2

GREEN AND BLACK WIRES

2-PIN (SOCKET) CONNECTORS

PORT 3

2-PIN (SOCKET) CONNECTOR

FOR OPTIONAL MOTOR

SHUTOFF

CIGARETTE LIGHTER

POWER PORT

CONTROL BOX 

MOUNTED IN THE CAB

CROP SWEEPER CONTROL VALVE WIRING

6 PIN CONNECTOR

(PIN)

6 PIN CONNECTOR

(SOCKET)

ALL CONNECTORS ARE DEUTSCH CONNECTORS
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Pre-Operation Adjustments 

 
Level Crop Sweeper 

 

1. Adjust the fore and aft cylinders so that the main tube is as far down in the arc as 

possible (approximately in the middle of the cycle).   

2. Use threaded adjustment on Lift Cylinder rods (#4) page 22 and adjust reel up or down 

to give approximately 2” to 4” above gathering chains.  If this does not work, flip the 

Lower Link Plates (#1) and (#2) upside down or right side up to move the bottom 

cylinder pin hole up or down by a 1/2” or move up or down 1 complete hole.  If this is 

still not enough adjustment, move Bearing Holder Plates (#7) up or down as needed. 

 

Check Machine before Operating 
 

1. Raise machine up and down to make sure it clears the cab in the up position and 

gathering chains in the down position. Adjust again if necessary as described above in 

“Level Crop Sweeper.” 

  

     
 

2. Cycle the Fore and Aft to assure paddles move in and out and do not hit the snouts. 

3. Engage combine to run Sweeper (reel) motor, adjust speed of Sweeper with combine 

reel speed control. 

4. Use the Crop Sweeper control box to control Stripper Plates, Reel Fore/Aft, Up/Down 

and On/Off. (Sweeper On/Off control valve (CSP12C) is optional.) 
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